
*SL-WPG3

Oil, Water, Dust Proof Construction
Corrosion,

scratch resistant

1 meter
lumens

LED Tough Light SL-WPG

Top class in Industry

Low Energy Consumption
Slim and Compact

3000 lx
Illuminance at 1.5m distance is over 1300 lx

Oil / Heat 
Resistant Cable

Internally Sealed
with Fluoro-rubber

Aluminum
Tempered Glass

Stainless Steel

SL-WPG1
SL-WPG2
SL-WPG3

Industrial Component Hardware
SUGATSUNE



No. Part Name Material Finish

① Body Aluminum Urethane Coating

② Body Cover Stainless Steel Plain

③ Cover Glass Tempred Glass Clear

④ Back Cover Stainless Steel Plain

⑤ Nut Brass Nickel

⑥ Cable Oil / heat resistant vinyl Matte Finish

Item No. SL-WPG1-24WNSL-S SL-WPG2-24WNSL-S SL-WPG3-24WNSL-S

Rated Voltage DC24V (Polar, White: + Black: - )

Working Voltage Range DC23~25V

Power Consumption 6.7W 13.4W 12.0W

Light Color Cool White

Color Temperature 5000K

Beam Angle Long Side : 115°Short Side: 35° 40°

Illuminance (at 1m) 200 lx 400 lx 3000 lx

Protection Rating IP67F (JIS C 0920:2003)

Vibration Resistance 1. Applicable Standard:  JIS C 60068-2-6   Sinusoidal vibration test 
2. Vibration Direction:  X, Y, Z direction	 3. Frequency Range:  10 ~ 55 Hz 
4. Amplitude:  50m/s2	 5. Duration:  90 min. each

Insulation Resistance 1M over (DC500V   )

Light Life 50,000 hours  (70% of initial light volume)

Operating Temperature Range -30~+60˚C

Operating Humidity Range 0 ~ 95%RH (No condensation)

Storage Temperature Range -30~+60˚C

Storage Humidity Range 0 ~ 95%RH (No condensation)

Cable Length 5000mm

Product Weight 390g 410g 380g
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Solid Line: Long side
Broken Line: Short side

0 500 1000 1500 2000500100015002000

0

500

1000

1500

2000

800

200

89

50

lx 

lx ]

Horizonal Distance [mm]

Ve
rt

ic
al

 D
is

ta
nc

e 
[m

m
]

Solid Line: Long side
Broken Line: Short side

0 500 1000 1500 20005001000

115°x35°

15002000

0

500

1000

1500

2000

1600

400

178

100

[ 

[ ]

40°

0 500 1000 1500 2000500100015002000

0

500

1000

1500

2000

12000

3000

1333

750

lx 

Horizonal Distance [mm]

Ve
rt

ic
al

 D
is

ta
nc

e 
[m

m
]

>A
DC

<

Cable Length
5000mm

230 65(15.5)

16
.5

46

182

3 1 5 62

4

37
4-   5.5,    10CSK  Depth5.5

5.5

SU
GA

TS
UN

E

4- 6.5
182 0.4

23

46
0.

2

■ Illuminating Area■ Dimensions (All 3Types)

■ Installation Information (All 3Types)

■ Features

■ Specifications

Light distribution character

[SL-WPG 1]

[SL-WPG 2]

[SL-WPG 3T]

Horizontal illuminance 
(At 1m distance)

•� Always install on metal surface Install with bolts / nuts.
•� Allow min. 10m spacing around the body for heat release
•� Sealing rubber may be damaged and reduce protection 
quality depending on the type of cutting oil or environment

Do not use under environments where aluminum may corrode:
Place where product is not in contact with mortar, concrete, and/or 
electrolyte fluids/objects

• 3000 lx @ 1 meter lumens

• Low Energy Consumption

• 50,000 Hours 

• 24 volts

• Soft Cool White illumination

• Conical and Oval projected light beam

• IP67F Rated

• Water, Oil, Dust Resistant

• Slim and Compact

• Corrosion Resistant

• Tempered Glass

• Easy to Install

• Heat Dissipating

(c)2010 Sugatsune America, Inc.       PA071000

Cad files & technical data are available at:
www.sugatsune.net • sales@sugatsune.net

Toll Free: (888) 557-5267

LED lighting SL-WPG


